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    TECHNICAL SPECIFICATIONS   

LIFESPAN 50,000 hours

INPUT VOLTAGE AC220-240V

BEAM ANGLE 100°

OPERATING TEMP -20°~+40°C

CERTIFICATIONS RoHS, SAA, IC-F

IP RATING IP44 

FREQUENCY 50Hz

CRI >80

POWER FACTOR 0.9

LED TYPE SMD

COLOUR OPTIONS White / Black

DIMMABLE Yes

COLOUR TEMP CCT Switch 3000K, 4000K, 5000K

BLITZ II RANGE
Tricolour CCT LED Downlights

  PRODUCT FEATURES  

•	 Energy efficient
•	 Recessed low glare diffuser
•	 IC-F covered and abutted with insulation
•	 Switchable colour temperature
•	 Plug and 9lay and quick connect options
•	 Die-cast aluminium housing with PC Diffuser
•	 Dimmable down to 10% when using a trailing edge 

dimmer.
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Dimmable

10W Blitz Downlight
TLBD34510WD 
Plug Top White -   10W
850 -990lm Ø90mm Cutout

110mm

32.5mm

110mm

10W Blitz Downlight
TLBD34510MD 
Plug Top Black -   10W
850 -990lm Ø90mm Cutout

10W Blitz Downlight
TLBDNZ34510WD 
Quick Connect White -   10W
850 -990lm Ø90mm Cutout

QUICK CONNECT 
for hardwire 
installation


